KEY PLAN

3-8.0mm THHN & 1-5.5mm THHN
in 32mm@ PVC conduit

TAP EXISTING MDP (VERIFY ON SITE}

60AT, 3P, MCCB, I
18KAIC, 230V —_—
UND FL R.
EXISTING 15AT, 2P 15AT, 2P UP MANILA STUDENT DORMITORY
PANEL -1
GENERAL NOTES
15AT, 2P 15AT, 2P

EXISTING o ALL ELECTRICAL WORKS SHALL BE DONE IN
MDP ACCORDANCE WITH THE PROVISION OF THE
ACU-1 —— PANEL - 2 LATEST EDITION OF THE PHILIPPINE
15AT, 2P 15AT. 2P ELECTRICAL CODE AND EXISTING LOCAL
MJ\_@ ORDINANCES AND REQUIREMENTS OF THE

LOCAL POWER COMPANY.

ACU-2 e EXISTING 20AT, 2P 20AT, 2P
PANEL - 3 o THE TYPE OF POWER SERVICE SUPPLY SHALL
@—m— BE 3 PHASE: 4-WIRES 230V, 60 HERTZ, A.C.

20AT, 2P 20AT, 2P « THE CONTRACTOR SHALL VERIFY AND
@ ORIENT THE ACTUAL LOCATION OF SERVICE
® PBGF ENTRANCE FOR CONNECTION TO POWER

COMPANY SERVICE POINT

2 20AT, 2P SPARE .

W 2-8.0 mm* THHN &

2 P o UNLESS OTHERWISED SPECIFIED  THE
1-5.5 mm 3-8.0 mm“ THHN MINIMUM SIZES OF WIRE AND RIGID STEEL

SPARE SPARE CONDUIT TO BE USED SHALL BE 3.5 SQUARE

32mm@ CONDUIT 1-5.5 mm? in C) 7N\ 7N\ . MM. THK. AND 15 MM DIA. RESPECTIVELY.
32mm@ PVC CONDUIT

o ALL LIGHTNING CIRCUIT HOMERUNS AND
CONVENIENCE OUTLETS SHALL BE WIRED
LESS THAN 3.5 SQUARE MM. IN SIZE , ALL 20
AMPERES CIRCUT HOMERUNS TO PANEL
m SINGLE LINE DIAGRAM — BOARD MORE THAN 30 METERS IN LENGTH
SHALL BE WIRED WITH 5.5 MM. THK IN SIZE

E-4 / SCALE:NTS UNLESS OTHERWISE INDICATED.

m RIS ER DlAGRAM ALL ELECTRICAL MATERIALS TO BE USED

E-4 / SCALE: NTS SHALL BE BRAND NEW AND THE APPROVED
TYPE FOR THE LOCATION & PURPOSE.

®

e STANDARD TYPE OF ACCs.. SPLICING
PANEL NAME : PBGF LOCATION

DEVICES . TERMINATION & OTHER
FEDFROM  : MDP LOAD DSITRIBUTION SCHEDULE INSTALLATION : SURFACE MOUNTED WITH SWINGING APPURTENANCES FOR THE ENIRE
SUPPLY +230V, 60 Hz, 3@, 4 WIRES DEAD FRONT COVER ELECTRICAL INSTALLATION SHALL BE USED.
TERMINALS : GROUND BAR
BR. | CKT. PH | OUTLET SPUT | CASSET KVA o ALL WALL OUTLETS SHALL BE INSTALLED AT
T [vorr | CRUTBREAKER  Fonn ev [P e | vee LOAD SERVE IOCATION L0AD KVALDAB/PRASE CABLE AND CONTAINMENT CONVENIENT HEIGHT ABOVE THE FINISHED
NO. [RATINGAMPS. [POLE [TYPE 0] co| et (DISTANCE TO PB) AB_| BC | cA 39 FLOOR LEVEL, UNLESS NOTED:
1 230 | 15 | 2 [eoiToN 12 1 Track & Pendant Lights 022 | 022 3-3.5mm? THHN in 20mm@ conduit i
2| 230 | 15 | 2 |soTON 18 Track & Linear Lights 032 | 032 3-3.5mm? THHN in 20mm@ conduit s AL%;OV;I)HCHE\SB OVEFfL
3 230 | 15 | 2 [sOTON 20 Track, Linear, Troffer Lgt. 0.36 036 3-3.5mm? THHN in 20mm@ conguit 8 CO\-/ENlEr':InCrE e
4 230 15 2 [BOLTON 13 1 Track & Pendant Lights 0.24 0.24 3-3.5mm’? THHN in 20mm@ conduit : _ 300MM
5| 230 15 2 _|BOLTON 7 Troffer & Floodlights 0.18 0.18 3-3.5mm? THHN in 20mm@ conduit C. WALL FAN OUTLET
6 230 | 15 | 2 [BOLTON 1 Troffer Light 0.02 0.02 3-3.5mm? THHN in 20mm@ conduit - 2500mm
7] 230 20 2 _|BOLTON 10 2.00| 2.c0 3-3.5mm? THHN in 20mm@ conduit D. PANELBOARDS
8| 230 20 2 |BOLTON 8 1.60 1.60 3-3.5mm’ THHN in 20mm@ conduit - AT CONVENIENT HEIGHT
9 230 | 20 | 2 [eouron 8 1.60 1.60 3-3.5mm? THHN in 20mm@ conduit
10 230 | 20 | 2 [BOLTON 7 1.40 1.40 3-3.5mm’ THHN in 20mm® conduit e ALL ELECTRICAL WORKS SHALL BE DONE
11] 230 | 20 [ 2 [BOLTON 4 0.80 0.80 3-3.5mm? THHN in 20mm@ conduit UNDER THE DIRECT SUPERVISION OF A DULY
12| 230 | 20 | 2 |soLToN SPARE 250 2.50 REGISTERED ~PROFESSIONAL  ELECTRICAL
13[ 230 | 20 | 2 [BOLTON SPARE 250|250 ENGINEER.
14| 230 | 20 | 2 [BOLTON SPARE 250 2.50
1624 504 610 510
16.24X10°
IL= [———=1=40.77Amps.
V3 (230)
USE: 3-8.0mm? THHN 1-5.5mm? THHN in 32mm@ conduit
MAIN : 60AT, 3°, 250V 18KAIC MCCB
/3 LOAD SCHEDULE
E-4 / SCALE: NTS
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GROUND FLOOR,
UP MANILA STUDENT DORMITORY

SURVEILLANCE SECURITY SYSTEM

LEGEND: SPECIFICATION:

180 DEGREE DOME
SECURITY CAMERA

DIGITAL VIDEO RECORDER

CCTV SCREEN MONITOR

RFID ACCESS CONTROL SYSTEM

LEGEND: SPECIFICATION:

STAND ALONE RFID DOOR

ACCESS CONTROL FOR
[‘3 DOOR ALARM

FRAMELESS GLASS DOOR
FIRE DETECTION AND ALARM SYSTEM

LEGEND: SPECIFICATION:

()

SMOKE DETECTOR

ADDRESSABLE COMBINED
SOUNDER AND STROBE

o]

SPRINKLER SYSTEM

LEGEND: SPECIFICATION:

EXISTING UPRIGHT SPRINKLER
HEAD TO BE REPOSITIONED

D

EXISTING PENDENT SPRINKLER
HEAD TO BE RETAINED

_$PS

GENERAL NOTES

. ALL ELECTRICAL WORKS SHALL BE DONE IN ACCORDANCE
WITH THE PROVISION OF THE LATEST EDITION OF THE PHILIPPINE
ELECTRICAL CODE AND EXISTING LOCAL ORDINANCES AND
REQUIREMENTS OF THE LOCAL POWER COMPANY.

. THE TYPE OF POWER SERVICE SUPPLY SHALL BE 3 PHASE:
4-WIRES 230V, 60 HERTZ, A.C.

. THE CONTRACTOR SHALL VERIFY AND ORIENT THE ACTUAL
LOCATION OF SERVICE ENTRANCE FOR CONNECTION TO POWER
COMPANY SERVICE POINT.

. UNLESS OTHERWISED SPECIFIED THE MINIMUM SIZES OF WIRE
AND RIGID STEEL CONDUIT TO BE USED SHALL BE 3.5 SQUARE MM.
THK. AND 15 MM DIA. RESPECTIVELY.

. ALL LIGHTNING CIRCUIT HOMERUNS AND CONVENIENCE
OUTLETS SHALL BE WIRED LESS THAN 3.5 SQUARE MM. IN SIZE , ALL 20
AMPERES CIRCUIT HOMERUNS TO PANEL BOARD MORE THAN 30
METERS IN LENGTH SHALL BE WIRED WITH 5.5 MM. THK IN SIZE UNLESS
OTHERWISE INDICATED.

. ALL ELECTRICAL MATERIALS TO BE USED SHALL BE BRAND NEW
AND THE APPROVED TYPE FOR THE LOCATION & PURPOSE.

STANDARD TYPE OF ACCS.. SPLICING DEVICES , TERMINATION
& OTHER APPURTENANCES FOR THE ENIRE ELECTRICAL INSTALLATION
SHALL BE USED.

. ALL WALL OUTLETS SHALL BE INSTALLED AT CONVENIENT HEIGHT
ABOVE THE FINISHED FLOOR LEVEL, UNLESS NOTED:

A. WALL SWITCHES

B. COVENIENCE OUTLETS
C. WALL FAN QUTLET

D. PANELBOARDS

1200mm ABOVE FFL
300MM

2500mm
ATCONVENIENT HEIGHT

. ALL ELECTRICAL WORKS SHALL BE DONE UNDER THE DIRECT
SUPERVISION OF A DULY REGISTERED PROFESSIONAL ELECTRICAL
ENGINEER.
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