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PUR1S..Q3..Q299
DEPARTMENT OFRADlOWGY, PGH
SUPPLY1& INSTALLADON OFBADIOGBAPHYWIDJ
fLUOROSCOPY- SINGLEBID

Openlng of Bid: 22 June 2015

APPROVED QUOTATIONS
ITEM QTY UNIT ITEM DESCRIPTION PER UNIT (In figures lin words)NO.

(PbP) (aU taxes Included)

1 2 unit RADIOGRAPHY WITH FLUOROSCOPY 15,000,000,00
Brand new, not reconditioned

Including its parts & accessories

Versatile console remote controlled RF system capable of all
types of diagnostic and interventional, gastroradiology /
uroradiology procedures

GENERATOR1&X-RAY TUBE...
1, Tube Position:

1st Tube - Overtable, remote controlled with wide range of movement
2nd Tube - Ceilingmounted; 400 KHUx-ray tube; at least 2m traveling rail

2. Focal Spot: Dual 0.6/1.2mm or smaller
3. General Output:

Highfrequency generator - inverter type
Maximumtube current - 1000mA
0.5-800mAsRange; at least 80kWcap/3ph with automatic exposure control

4. Motorized collimator control via tableside and remote control with I
automatic format selection. Preferable with iris and rectangular
collimation and at least five (5) semi-transparent filters for DSAapplications

5. Pulsed fluoroscopy of at least 15 pis, 7.5pis & 3 pis
6. Tube Movement: 1st tabletop tube with rotation from +90 degrees

to -180 degrees manual from +90 degrees to -90 degrees with stops
at 15 degrees intervals; 2nd ceiling tube with rotation +/ -120 degrees

IMAGEACQUISIDON ...
1. Detector Technology: Image intensifier with CCDcamera of at least

12"and 1megapixels
2. Serial exposure for last serical acquisitions: Dual field image intensifier,

9" or bigger; CCTV camera system; serial imaging at least 3 fps;
fluoroscopic rate of at least 30fps

3. Fluoro Recording (playback of acquired scene): Storage and display
of fluoroscopy sequences

4. Last image hold: Has LIHcapabilities
5. Automatic optimization of dose, brightness and contrast, independent

of object position
6. Image storage capacity: HDDof at least 80GBjat least 15,000 images storage
7. Examination and control room monitors: At least 19" size, HD;dual

monitor with mobile trolley for display oflive images and with
radiation indicators

Approvedby:

~~DlNAIII' DDM,PbD
Chairman /y

(Sianature over Printed Name of President/Gen. Manager)

(Name &Address o/Company)
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University of the PblUppinesManila
The Health Sciences Center
SPECIAL BIDS &AWARDS COMMITfEE (SBAC)

Bid/PRNo.
End-User
Project

PUR15..Q3-0299
DEPARTMENT OF BADiOLOGY. PGII
SUPPLY & INSTALLATION Of BADIOGBAPUYWlDI
fWOROSCOPY - SINGLE BID

OpeningofBid: 29.,," 2015

APPROVID QUOTATIONS
ITEM QTY UNIT ITEMDESCRIPTION PER UNIT (In ftpres In words)NO.

(pbp) (all taxes Included)
8. Image Processing Functions: Brightness, contrast, BfW inversion,

noise reduction filter, edge enhancement, zoom, multi display,
annotation, distance/angle measurement

9. Spot Film Device: Capable of at least four (4) images in one films
with automatic sensing and collimation to the cassette size

10. Documentation: DlCOMnative; DICOMPrint; CD-R/DVD-R
multi drive unit with USPport; with one (1) paper printer each unit

TABLE-
1. Table TopMotion: Minimum of six (6) movements specifically

longitudinal & lateral movement
2. Maximum patient weight capacity: at least 135 kg.
3. Table side control panel:

a. table tilt angle and oblique projection angle;
b. table titling, up and down;
c. longitudal of alleast 90cm motorized;
d, transverse of at least 20cm motorized
e. tube angular movement;
f. 1st tabletop tube is at least 10Ocm;
g. 2nd ceiling tube is at least 180cm;
h. Buckymode;
i, Emergency stop button

4. Collimator: Motorized with filter selection
5. Applications: Digital Subtraction Angiography (DSA)software to

clearly visualize vessels; full measurement package

SYSTEMCONFIGURATION AND ACCESSORIES...
1. Foot Switch: One (1) footswitch for fluoroscopy acquisition in the

control room
2. Hand grip, foot board and shoulder rest: One (1) of each for shoulder

rest, hand grips & foot rest
3. Personal Protective Equipment: At least ten (10) each -2.5mm

lead gown, thyroid shield, leaded goggles, gonadal shield,
lead gloves and lead markers

4. five (5) pieces of 14"x 17" cassettes

ODIER REQUIREMENTS-
1. Must have Collisiondetection System and other Safety Features
2. Allignment and aiming tools indicating center ofx-ray beam
3. Lead glass suitable for the RjF Systemmodel being offered:

With at least one (1) lead glass of at least lead equivalent of 110kv
Pbl.5mm

4. Vertical BuckyStand: Buckywall stand with chine support;
supports all cassette sizes and with side hand !!rip

Approved by:

~U2-
Dean VICENTEO.MEDINAIII.DDM,PhD
Chairman Iv'

. (S18IIatureover Printed Name ofPresldent/Cen. Manaser)

(Name &Address a/Company)

\ \cmp05.23.2015 Page 2



University of the Philippines Manila
The Health Sciences Center
SPECIAL BIDS &AWARDS COMMITTEE (SBAC)

Bld/PRNo.
End-User
Project

PUR1S-03.Q299
DEPARTMENT OF RADIOLOGY. PGU
SUPPLY& INSTALLATION OF RADiOGBAPUYWlm
FLUOROSCOPY· SINGLEBID

Opening of Bid: 291une 2015

APPROVED QUOTATIONS
ITEM

QTY UNrr ITEMDESCRIPTION PER UNIT (In ftpres Inwords)NO.
(PbP) (all taXesInduded)

5. Intercom
6. View Box: Slim four (4) in one (1) panel with fluorescent tubes

with shutters and variable luminescence for each unit
7. Provision ofUPS/ AVR: Must provide one (1) UPS for Digital

System and one (1) AVRfor entire x-ray system of each unit
8. International Standard Compliance: IEC;US FDAor CE
9. Conformance: Must have DICOMSend, DICOMStorage, DICOMPrint

DICOMMWM
10. Two (2) units of workstation for interpretation with medical grade

monitor for each unit
11. Split type, 3-ton capacity, 220VAC, 60Hz Air-Conditioning Unit with

automatic voltage stabilizer, 60Hz, 170-260V voltage range,
to be installed at the X-ray Room.

TOTAL APPROVED BUDGET FOR THE CONTRACT 30,000,000.00
TERMS&CONDITIONS;

1. Indicate brand, model and country of origin.
2. Notarized certificate that the product is brand new, not reconditioned including parts and accessories.
3. Delivery and installation should be done within ninety (90) calendar days commencing on the 3rd working day of notification

through confirmed fax that the approved Purchase Order / Contract is already available for pick-up.
4. Three (3) years warranty with preventive maintenance for parts and service after passing the acceptance testing of the

Center for Device Regulation, Radiation Health and Research (CDRRHR) ofDepartment of Health (DOH).
5. The winning bidder will be responsible for the performance testing, delivery, installation and commissioning of the

R/F unit and must coordinate with the concerned staff of the Office of the Engineering &Technical Services (OETS).
6. The winning bidder must provide local applications training for Radiologist/s and Radiologic Technologists prior to

installation and if needed, on site training after installation / delivery. Certification must be submitted.
7. The winning bidder must provide orientation training for users and maintenance personnel of the hospital. Notarized

certificate mustbe submitted.
8. Guarantee letter or certificate from the manufacturer and local distributor to ensure the availability of spare parts and

accessories for the next five (5) years and will not be discontinued for the next five (5) years.
9. The bidder must submit certification that they have the capability for corrective and preventive maintenance of the unit.

10. A notarized certificate of sole distributorship from the unit manufacturer mentioning the name of the Philippine representative.
11. Provide Operator's & Service's Manuals upon delivery.
12. A notarized certification of manufacturer guaranteeing delivery of the equipment and all accessories.
13. The unit should conform to the International Electrotechnical Commission OEC) Standards and International Health

Enterprise OHE). Certificate is warranted.
14. Availability of trained service engineers 24/7 with guaranteed uptime within 48 hours.
15. To provide portable unit for continuity of service in case repair cannot be done within 48 hours.
16. Bidder must submit at least ten (10) Certificates of Good Track Record within five to ten (5-10) years from government

and/or private hospitals within Metro Manila.
17. The winning bidder must be responsible for any civil works (door / room lead shielding) and electrical requirement at the

CENDUOperating Room Area. Civil works will be in coordination with the OETS, PGH.
18. Provide separate quotation for maintenance, repair and replacement of parts after expiration of warranty.
19. Must provide a soft copy (compatible with UPM-PGH Operating System) inCDand hard copy of the technical specifications.
20. The Bidder Is requlred to submit single bid for the Item. Two or more bids offer Is automatically d1squallfted.
21. Compliance with Republic Act No. 9184 and other applicable laws.

Approved by:

(Signature over Printed Name ofPresldentfGen. Manager)

\J__:& r--e_
Dean VICENTEO.MEDINAIII, DDM,PhD
Chairman ~

(Name &Address a/Company)
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